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System Requirements:

PC running Windows XP Prof

Software requirements:

National Instruments LabVIEW 7.1

MDSPlus (available free of charge from www.mdsplus.org)

Customized NSTX MDSPlus subVIs for writing data to trees

Use of Remote Desktop Connection (built into XP Professional) for accessing remote PC

Installation:

Install LabVIEW, taking destination folder defaults

Install MDSPlus, taking destination folder defaults

Install NSTX customized MDSPlus software

Folders:

C:\ CAM2048\Shared
Files: settings.txt, settings1.txt, CAM2048_status.txt

C:\ CAM2048\Runtime Software
C:\Program Files


National Instruments:NI-IMAQ/Camera: Dalsa CL-C6-2048T.txt (or icd?)

MDSPlus:LabVIEW


NSTX-MDSPlus VIs gets current shot number from NSTX tree, connects to Europa

In VI, change all CAM1’s to CAMx.

The first time the VI is launched, it will need help finding all of the subVIs.  After all are satisfied, do a SAVE with OPTIONS, making sure that the option: Save Entire Hierarchy is checked.  

Download & install NI-IMAQ Version 3.1.3 from ni.com (includes newest version of Measurements & Automation Explorer)

Test it using Remote Desktop Connection from some other PC

Copy over set up files, camera files

Make a local account called spectroscopy.

Make a note of the IP address of PC you are replacing.

Run Measurement & Automation?

